
IMPORTANT DIMENSIONS TO FIT ON ENGINE

TECHNICAL DATA

APPLICATIONS CROSS REFERENCES

Nominal voltage 14V
Rated current at 1 800min 27A
Rated current at 6 000min 55A

Maximum speed 13 000min
Zero speed 1 000min
Weight 5,1kg

1. John Deere Bosch 0 120 489 703; 0 120 489 704
0 986 033 320

Iskra IA 0453; 11.201.453; AAK1330
11.201.929; AAK3328

Lucas LRA00621

HC Parts CA 522 IR
Hella 8EL 725 822-001

John Deere RE 506197; RE 57960
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BRAND MODEL ENGINE PRODUCTION YEAR
TYPE kW PS ccm

JOHN DEERE 1040 3.179DL-06 2 900 09/79 - 10/86
JOHN DEERE 1140 3.179DL-01 2 900 09/79 - 10/86
JOHN DEERE 1640 4.239DL-03 3 900 09/79 - 10/86
JOHN DEERE 1840 4.239DL-04 3 900 09/79 - 10/86
JOHN DEERE 2040 4.239DL-04 3 900 09/79 - 10/86
JOHN DEERE 2140 4.239DL-02 3 900 09/79 - 10/86
JOHN DEERE 3040 6.359DL-01 5 900 09/79 - 05/82
JOHN DEERE 3040 6.359DL-06 5 900 05/82 - 10/86¨
JOHN DEERE 3140 6.359DL-03 5 900 09/79 - 05/82
JOHN DEERE 3140 6.359DL-04 5 900 05/82 - 10/86
JOHN DEERE 940 3.179DL-05 5 900 09/79 - 10/88
JOHN DEERE MD 1032 4 000 10/83 - 06/89
JOHN DEERE MD 1042 4 000 10/83 - 06/89
JOHN DEERE MD 1052 4 000 10/83 - 06/89
JOHN DEERE MD 1055 5 900 10/83 - 06/89
JOHN DEERE MD 932 4.239DZ-04 3 900 10/79 - 10/83
JOHN DEERE MD 942 4.239DZ-03 3 900 10/79 - 10/83
JOHN DEERE MD 952 4.239TZ-01 3 900 11/77 - 10/83
JOHN DEERE 840 3.179DL-04 2 900 09/79 - 10/86
JOHN DEERE 2150 3.179DL-01 2 900 05/82 -
JOHN DEERE 2240 3.179DL-01 2 900 09/79 -
JOHN DEERE 2350 4.239DL-07 3 900 05/82 -
JOHN DEERE 2550 4.239DL-06 3 900 05/82 -
JOHN DEERE 2750 4.239TL-04 3 900 05/82 -
JOHN DEERE 2940 6.259DL-03 5 900 05/82 -
JOHN DEERE 2950 6.359DL-04 5 900 05/82 -
JOHN DEERE 3040 6.359DL-01 5 900 05/82 -
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Poznámka
Note

1

2

3

. Víko přední sestavené je dodáváno včetně předního ložiska.
Front cover assembly is supplied with front bearing.

. Rotor sestavený je dodáván včetně zadního ložiska.
Rotor assembly is supplied with rear bearing.

. Víko zadní sestavené je dodáváno včetně usměrňovače.
Rear cover assembly is supplied with the rectifier.

1.0 Víko přední sestavené . . . . . . . . . . . . . . . . . . . . Cat. No. 0135450
Front cover assy

2.0 Rotor sestavený . . . . . . . . . . . . . . . . . . . . Cat. No. 0138211
Rotor assy

3.0 Víko zadní sestavené . . . . . . . . . . . . . . . . . . . . Cat. No. 0138231
Rear cover assy

.0 Stator sestavený . . . . . . . . . . . . . . . . . . . . Cat. No. 0136071
Stator assy

7.0 . . . . . . . . . . . . . . . . . . . . Cat. No. 6020937

8.0 . . . . . . . . . . . . . . . . . . . . Cat. No. 5233457

4.0 Usměrňovací blok . . . . . . . . . . . . . . . . . . . . Cat. No. 0140831
Rectifier

5.0 Držák uhlíků s regulátorem . . . . . . . . . . . . . . . . . . . . Cat. No. 0143410
Brush holder with regulator
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Řemenice
Pulley
Ventilátor
Fan
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